COOLPROVIDE™ / CPVH

One-side tacky type / CPVH-F

Thin, permanent
PET film

Acrylic thermal
conductive layer

Release liner

Both-side tacky type / CPVH

Release liner

Acrylic thermal
conductive layer

Release liner

Silicone-free

3W/m+K thermal pad (ASKER C 15)

High
Uizl st Condictivity,

[} T

for high operating temperature applications

M Soft and compilable (ASKER C 15) silicone free thermal pad helps to crowd out air
bubbles and reduce thermal resistance.

W No siloxane outgassing or oil bleed.

W Operating temperature: -40 ~ 125°C

W Custom profile available upon request.

(The values below are not guaranteed.)

Test type

Unit Standard CPVH-F CPVH
Thermal Wim-k Hotj»l\flirResz;fshod ) 3.0 3.0
Conductivity (Hot Dise methoc) 21 2.1
Color — — Brown Brown
X 05/10/15/20
Thickness mm — 20/3.0/40
25/30/35/40
Specific Gravity — JIS Z 8807 2.33 233
ASKER C JIS K 7312 15 15
Hardness
Shore 00 ASTM D 2240 47 47
Tensile strength MPa JIS K 6251 0.25 0.15
Elongation rate % JIS K 6251 4.0 74
olume Q-cm Lomotant 1.0x10" 1.0x10"
Brgdan kv/mm e 27 31
e Wwmm ot 21 19
Tracking resistance — JIS C 2134 600=CTI (t=4.0mm) 600=CTI (t=4.0mm)
E,i)erizng TMHz Company standard 18.2 19.6
Loss tangent 1MHz Company standard 0.08 0.08
Flammability — uL94 V-0 V-0
Operating temp °C = -40 ~ 125 -40~ 125
(il e mm - 200x500 200500

1) For usable dimensions, custom cuts, and material yield, contact your local sales department.

© 2024 Kitagawa GmbH
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