CABLE TIE MOUNT / DN-DDNF+DDNX

Cable tie mount with adhesive tape

Features
Can be mounted with adhesive tape
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o) Nylon 66 (Color: Natural) UL94 V-2 (V-0%)
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j *For VO type, “V0” is added to the end of the part No.
E( (With regard to lot size and lead time, please contact us.)
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DN-13 13 3.2 3.2 1.3

3M DOUBLE ADHESIVE TAPE

(Unit: mm)

(THICKNESS 1.1mm)

Snap-mount cable tie

Features
Snap Mounting

Can be mounted with snap on PCB

Round hole
Material G

Nylon 66 (Color: Natural) UL94 V-2 (V-0%)

*For VO type, “V0” is added to the end of the part No.
(With regard to lot size and lead time, please contact us.)
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CHASSIS 4.8 .
THICKNESS 0.8~2.0 (Unit: mm) | Std. Package: 1000 pcs. |

Snap-mount cable tie

Features
Can be mounted with snap on PCB
DDNX-1 Material
9.8— Nylon 66 (Color: Black) UL94 V-2 (V-0%)
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i‘ © * For VO type, “V0” is added to the end of the part No.
I T (With regard to lot size and lead time, please contact us.)
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PANEL HOLE DIA 6.4 Std. Package: 1000 pcs.

PANEL THICKNESS 3.17 MAX (Unit: mm)



