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Please contact our sales department for details.

Please contact our sales department for details.

FLEXIBLE INSULATING BUSHING / KG
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Part No. Material Std. Package

GEE62F-A-C
GEE99F-A-C
GEE144F-A-C
GEE62F-A-C0
GEE99F-A-C0
GEE144F-A-C0
GES62F-A-C
GES99F-A-C
GES144F-A-C
GES62F-A-C0
GES99F-A-C0
GES144F-A-C0

A

3.3
4.3
5.4
3.3
4.3
5.4
3.3
4.3
5.4
3.3
4.3
5.4

B

4.1
4.7
5.7
4.1
4.7
5.7
4.1
4.7
5.7
4.1
4.7
5.7

0.9～1.6
1.57～2.5
2.5～3.7
0.9～1.6
1.6～2.5
2.5～3.7
0.9～1.6
1.6～2.5
2.5～3.7
0.9～1.6
1.6～2.5
2.5～3.7

Panel thickness

Polyethylene

Weather-resistant
Polyethylene

Polyethylene

Weather-resistant
Polyethylene

30.48m

30.48m

Part No.
D

Std. 
Package

CE-010L
CE-012SN
CE-012N
CE-016N
CE-024N
CE-032N

Panel
thickness

0.6～0.8

1.0～1.2
1.2～1.5
1.6～2.3
2.3～3.2

A

0.3
0.5
0.6
0.9
1.2
1.5

B

1.0

1.3

1.7
2.4
3.3

C

1 5

E

3.0

3.3

3.7
4.4
5.3

100
pcs.

6 3 5

（Unit：mm）

（Unit：mm）

※

Cutting available

Please contact our sales department for details.

Flexible bushing to protect cables from edges of panel

Insertion Mounting
Features

● Protects cables against sharp edges of panels and 

chassis.
● Flexibility allows installation on a variety of shaped 

holes.

● Nylon 6（Color：Natural ） ：KG-008 -032

：KG-045 ~ -132

Material

UL94 V-2

UL94 HB

Part No. L Std. Package

KG-008
KG-010
KG-012-2
KG-016
KG-024
KG-032
KG-045
KG-062
KG-082
KG-107
KG-132

A

0.9
1.1
1.3
1.7
2.4
3.4
5.0
6.5
8.2

10.7
13.2

B

2.9
3.1
3.3
3.7
4.4
5.5
8.2
9.7

11.4
13.9
16.4

C

4.0

6.0

6.5

D

1.2

2.0

250.6

320.0

100 pcs.

Panel thickness

0.8±0.1
1.0±0.1
1.2±0.1
1.6±0.1
2.4±0.1
3.2±0.1
4.9±0.1
6.4±0.1
8.1±0.1

10.6±0.1
13.1±0.1

（Unit：mm）
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