
Electromagnetic noise
suppression sheets

Used for RFID/NFC
Used for wireless charging

M
agnetic shielding sheet 

Network�analyzer

�PORT1

Test�piece Metal�plate

Coaxial�line
S11 �PORT2 S21�PORT1 �PORT2

Network�analyzer

■ Reflection loss

MG-03A Series MG-03A SeriesMG-03A Series

■ Permeability ■ Transmission loss

－9

－8

－7

－6

－5

－4

－3

－2

－2

0
0 1 2 3 4 5

�[
dB
]

Frequency[GHz]

MG-03Ａ-0.5
MG-03Ａ-1.0

－25

－20

－15

－10

－5

0
0 1 2 3 4 5

[d
B
]

Frequency[GHz]

MG-03Ａ-0.5
MG-03Ａ-1.0Frequency[MHz]

P
er
m
ea
bi
lit
y[
μ
r',
μ
r"
]

0

10

0

20

30

40

1 10 100 1000

�
μr'
μr"

Properties

－5
－4.5
－4

－3.5
－3

－2.5
－2

－1.5
－1

－0.5
0
0 1 2 3 4 5

�[
dB
]

Frequency[GHz]

MG-12-0.1
MG-12-0.25
MG-12-0.5

－30

－25

－20

－15

－10

－5

0
0 1 2 3 4 5

�[
dB
]

Frequency[GHz]

MG-12-0.1
MG-12-0.25
MG-12-0.5

MG-012 Series MG-12 Series

Frequency[MHz]

P
er
m
ea
bi
lit
y[
μ
r',
μ
r"
]

0

10

50

60

70

80

90

100

20

30

40

1 10 100 1000

μr'
μr"

MG-12 Series

24

E
L

E
C

T
R

O
M

A
G

N
E

T
IC

 N
O

IS
E

 S
U

P
P

R
E

S
S

IO
N

 S
H

E
E

T
S

※ The values are measured data for reference,  not guaranteed.

High performance type mixed with magnetic metal filler

  ● Noise Suppression is available with simply attaching it onto ICs or Cables.

 ●�Its flexibility achieves attaching on bending portion.

 ●�Excellent processability, with secondary processing provided to fit the specific application.

Feature

● Refer to the table below.

Material

MG ABSORPTION SHEET／MG

Variations

※Double-sided adhesive tape not included

Part�No. Unit Standard MG-03A MG-12

A mm ー 0.5/1.0 0.1/0.25/0.5

B mm ー 0.14 0.03

Color※ ー ー Silver

Permeability※ μr’ ー 25/10MHz 95/1MHz

Volume�resistivity※ Ω・cm JIS�K�6911�
compliant 107 107

Flame�resistance※ ー UL94 H V-0

Material※ ー ー Magnetic metal material + 
rubber

Magnetic metal material + 
resin

Operating�temp ℃ ー -40〜150 -40〜105

MG absorption sheet

A
B

Double-sided
adhesive tape


