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�ª Folded panel�«
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Speci�cation drawing Speci�cation drawing Speci�cation drawing

�¢�6�O�J�U�•�N�N�£

�1�B�S�U���/�P�� �4�U�E�����1�B�D�L�B�H�F
�1�B�O�F�M���U�I�J�D�L�O�F�T�T

�	�%�

�"

�"�Q�Q�M�J�D�B�C�M�F���X�J�S�F�¢�E�J�N�F�O�T�J�P�O�T�£����

�:�,����

�:�,����

�:�,�"����

�:�,�-����

�/�/�'�'�������� �N�N�� �¢�������·�������£

�/�/�'�'�������� �N�N�� �¢�������·�������£

���7�J�O�Z�M���X�J�S�F�����������N�N���¢�������·�������£

�7�$�5�'�,�������� �N�N�� �¢�������·�������£

�7�$�5�'�,�������� �N�N�� �¢�������·���£

�/�/�'�'�������� �N�N�� �¢�������·�������£

�/�/�'�'�������� �N�N�� �¢�������·�������£

���������y

���������y

�����������¶������

��������

��������

��������

��������

������

�µ

������

��������

������

B�ª B’ �'

�.�P�V�O�U�J�O�H���I�P�M�F���T�Q�F�D�J�p�D�B�U�J�P�O�T

���������y

������

���������ª���������«

���������ª���������«

��������

������

������

�������ª�������«

�������y

��������

��������

��������

��������

�	�&�


��������

��������

��������

���������¢ �&�…�¹���������£

������
�Q�D�T��

������
�Q�D�T��

������
�Q�D�T��

�´��������
�µ������

�´������
�y������������ �´������

�y�������������´������
�y������������

�´������
�y������������

�´������
�y������������

�Þ ��Dimensions in�ª�y�« are for folded panel. 
�Þ ��Since outside diameter and hardness varies in wire manufacture, please con�rm the mounting �tness befor the purchase. 

�Þ��With regard to lot size and lead time for the white type, please 
contact us.
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YK BUSHING / YK

�Ô��Flexible YK can hold cables in a Min. bend radius to 
protect wires/cables from damaging by sharp bend.  

Material
�Ô��Nylon 6�¢ Color�• Black, White�Þ�£ UL94 V-2

Insertion Mounting

Odd-shaped hole

Features

Bushing for power cord that provides a secure grip
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